





...and Other Advantages

CLOSER DIAMETER TOLERANCES

Spirol® coiled pins have a closer diameter tolerance
than any other type of spring pins. Atleast 270° of the
outer circumference is within the specified tolerance
range. The minimum diameter is not averaged, as is
the case with other spring pins. The outer lip of the
spiral is beveled to eliminate a sharp edge. These
factors combine to make the Spirol® coiled pin ideal
for hinge, axle, and dowel applications.

CONFORMS TO HOLE

The thin gauge material in the 2"4 coiled construction
gives the pin a greater inherent ability to conform
itself radially and longitudinally to the hole wall. It
can be used in out-of-round and tapered holes
without negatively affecting its performance. Greater
contact area between the pin and hole results in better
load distribution and reduces the possibility of hole
damage.

drills can be used longer, and the feed rate of the drills
can be optimized. Drilling can be eliminated completely
by utilizing molded, cast, and stamped holes.

LOW INSERTION PRESSURE-RADIAL TENSION
Standard and light duty coiled pins require less
pressure to insert than other spring pins. In addition,
these pins exert less radial tension; an important factor
where holes are in thin sections, close to an edge, or
in fragile materials. The benefitis reduced component
damage, fewer rejects and increased productivity.

SQUARE ENDS-LENGTH TOLERANCE
Spirol® coiled pins combine a close length tolerance
with square, clean-cut ends. The clean-cut ends are
a distinct advantage in appearance. The close length
tolerance insures maximum contact area in those
applications where protrusion by the pin from the hole
is not acceptable.

SWAGED CHAMFERS o B RS

Spirol® coiled pins have a smooth, concentric / N THE SMOOTH,
lead-in chamfer with a radius which blends into gg:ﬁE:;mc

the diameter of the pin. There are no sharp / COMBINED
angles or edges to bite into the hole wall. The | ‘(’:VI'_TE"AS%%P%REE'GDS
swaged chamfer provides maximum compression — TRANSLATES INTO
leverage with minimum thrust resistance to ease N TROUBLE-FREE
insertion. The chamfer concentricity assists in N LB PO L S

alignment of holes.

LARGE HOLE TOLERANCE RANGE
Spirol® coiled pins accommodate larger hole
tolerances than competing
pin products. Holes can
be drilled according to
normal shop practices,

INCREASED HOLE
TOLERANCE

RANGES REDUCE
MANUFACTURING COST

AUTOMATIC FEEDING

The square ends and closer length tolerance have a
substantial impact on trouble-free automatic feeding.
Most important of all is the absence of a gap which
eliminates pin nesting and interlocking—a major
problem in automation.

REUSABLE

When driven from a hole, the Spirol® coiled pin
expands to its original diameter. The same pin may
be reused indefinitely in the same hole or other holes
meeting specifications.
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Innovative fastening solutions.
Lower assembly costs.
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Spirol International Corporation
30 Rock Avenue

Danielson, Connecticut 06239
Tel. +1 (1) 860.774.8571

Fax. +1 (1) 860.774.2048

Spirol West Inc.

1950 Compton Avenue, Unit 111
Corona, California 92881-6471
Tel. +1 (1) 951.273.5900

Fax. +1 (1) 951.273.5907

Spirol International Corporation
Shim Division

321 Remington Road

Stow, Ohio 44224

Tel. +1 (1) 330.920.3655

Fax. +1 (1) 330.920.3659

Spirol Distribution

(For Distributor Customers)
30 Rock Avenue

Danielson, Connecticut 06239
Tel. +1 (1) 860.774.8571

Fax. +1 (1) 860.774.0487

Spirol Industries, Ltd.
3103 St. Etienne Boulevard
Windsor, Ontario

Canada N8W 5B1

Tel. +1 (1) 519.974.3334
Fax. +1 (1) 519.974.6550

Spirol México, S.A. de C.V.
Carretera a Laredo KM 16.5 Interior E
Col. Moisés Saenz

Apodaca, N.L. 66613 México

6 Apdo. Postal 151 de Apodaca, N.L.
Tel. +52 (01) 81 8385 4390

Fax. +52 (01) 81 8385 4391

Spirol Industries, Ltd.

Princewood Road

Corby, Northants

England NN17 4ET

Tel. +44 (0) 1536 444800

Fax. +44 (0) 1536 203415

(UK Distributors: Tel. 0800 3890034)

Spirol SAS

Rue Henri Rol Tanguy
Z.A. Les Naux

51450 Bétheny - Reims
France

Tel. +33 (0) 3 26 36 31 42
Fax. +33 (0) 326 09 19 76

Spirol GmbH

Brienner Strasse 9

80333 Munich

Germany

Tel. +49 (0) 931 454 670 74
Fax. +49 (0) 931 454 670 75

Spirol International Engineered
Fastener Trading Co. Ltd.

No. 11 Xi Ya Rd. North

Section A, 1F, Building 14

Wai Gao Qiao Free Trade Zone
Shanghai, China 200131

Tel. +86 (0) 21 5046-1451/1452
Fax. +86 (0) 21 5046-1540

SPIROL Application Engineers will review your application needs and work with
your design team to recommend the best solution. One way to start the process
is to visit our Optimal Application Engineering portal at www.SPIROL.com.

e-mail: info@spirol.com

www.SPIROL.com
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